
POLYCARBONATE & NON ASBESTOS ROOFING SHEETS 
 
 
Lightweight corrugated polycarbonate roofing sheets are the ultimate in performance 
& durability in roof light with high light transmission. It helps to conserve energy while 
enhancing the quality of working environment. Superior physical properties such as 
UV protection and an advanced profile matching technology makes Rooflight ideal 
for in-plane rooflights and sidelights in corrugated metal roofs and Non Asbestos 
Cement roofings. It facilitates optimum solar transmission with clear panels allowing 
maximum light and diffusions filtering visible light and reducing heat loads. It saves 
electricity in return. 
 
SPECIFICATIONS OF ROOFLIGHT POLYCARBONATE SHEET EPDM WASHER 
AND NON ASBESTOS SHEET. 
 
ROOFLIGHT POLYCARBONATE SHEET(Item covers under Unified Standards 
Specification for Works & Material 2010 Clause no. 10.11.8) 
 

Profiled Skylight polycarbonate sheets are manufactured through online extrusion 
process.  The sheets thickness varies from 0.70 mm to 3 mm with co-extruded UV 
coating of 40 microns ensuring a 10 years weather resistant warranty with light 
transmission of not less than 85% . The sheets are having anti glare - white diffuser 
color with 100% light dispersion ratio.  The sheets should confirms ASTM Standards  
D2240 for Hardness Shore A, D412 for Tensile Strength & Elongation Break, D624 
for Tear Strength, D573 for heat resistance (Change in Hardness, Tensile Strength & 
Elongation), D395 for compression set and D1171 for ozone resistance. The 
Polycarbonate sheets should confirms fire test as per EN13501. Sheet should not 
show breakage due to loss of impact strength / weathering effect when tested as per 
ISO 6603/1-1985(E). Roof light extruded corrugation profile should match with main 
roof profile for a leak proof assembly.  The sheet installation shall be carried out as 
per manufacturer’s recommendation and as instructed by Engineer in charge.  

 
NON-ASBESTOS SHEET ROOFING (Item covers under USSOR 2010 item no. 
103010) 
Providing and fixing non-asbestos high impact Polypropylene reinforced cement 6 
mm thick corrugated sheets (as per IS: 14871) roofing up to any pitch and fixing with 
polymer coated J or L hooks, bolts and nuts 8mm dia. G.I. plain and bitumen 
washers or with self drilling fastener and EDPM washers etc. complete excluding the 
cost of purlins, rafters and trusses including cutting to size and shape wherever 
required. 
 

 
 
 



EPDM WASHER  
 

This shall be used in roof sheeting for proper fixing and avoiding leakage.  EPDM 
washer shall be consist of two components i.e. 25 MM dia Stainless steel cap SS 
304 M8/16G and EPDM rubber washer.  
EPDM stands for Ethylene Propylene Diane Monomer which is a type of synthetic 
elastomeric rubber. 
 
Advantage of Everest Roof light Poly Carbonate Corrugated Sheets: 
 
Parameters Everest Roof Light 

Extruded Poly carbonate 
Corrugated Sheets 

Others (Cold Bended 
/Thermoformed Poly 
carbonate Corrugated 
Sheets (Made from Other 
Flat Sheets) 

Manufacturing  By Online process - from 
Resins to Profiled Sheet - 
manufactured on Extrusion 
Line 

Normally Offline Manual 
Process - Made on Press 
Brake/ Thermoforming 
machine (from flat PC 
Sheets) 

Raw Material Manufactured from Virgin 
Grade Polycarbonate granules 

Manufactured from PC Flat 
sheets with unknown machine 
- place - process 

Dimensional 
Consistency/ 
Uniformity 

Excellent Corrugated Sheets 
are extruded on a “continuous” 
process to ensure dimensional 
consistency – accuracy 

Poor Individual sheet is 
corrugated - pressed making 
each sheet inconsistent in 
dimensions 

Matching to Metal 
Profile 

Excellent Special Extrusion 
tooling is made for each 
specific Roofing Profile, to 
ensure dimensional accuracy 
and perfect fit up 

Poor Individual sheet is 
corrugated - pressed with 
inconsistent dimensions, 
making the fit up difficult and 
inconsistent 

Leakage Manufactured to match any 
profile thereby ensuring leak 
proof joints 

Inconsistent dimensions of 
cold bended/ thermoformed 
PC Sheets results in gaps 
between fit up causing future 
leakages 
 
 

UV Coating Continuous online co-extruded 
UV Coating technology 
guarantees a very long life 

UV coating gets damaged 
during the bending - 
thermoforming process, which 
reduces the life of sheets 

Light Transmission 
(LT) & Yellowness 
Index 

Advanced UV Coating 
technology minimises 
weathering effect = high LT % 
and very low Yellowness Index 

Damaged UV Coating 
exposes the sheets to UV 
Rays and weathering effects 
= low LT% and high 
Yellowness Index 



Warranty 5-year warranty with a normal 
product life of 20 years 

Same as the “warranty”, 
available on the flat sheets 
used as raw material, which 
loses its properties post 
bending/ forming 

Test Certificates/ 
Conforming 
Standards 

Profiled sheets are tested at 
recognised labs and supplied 
with relevant load tables 

Cold bended/ thermoformed 
sheets depend on Test 
Certificates of raw material 
i.e. flat sheet 

 
 
Rates provided by M/s  Everest Industries Limited : 
 
S. No. Description of Item Cost 
1. Non-asbestos sheet Size: Length 3 

meter x width 1.097 meter x 6 mm 
thick corrugated sheets (as per IS: 
14871) 

Rs. 400/- Per Sqm Natural Grey 
Finish 
Rs. 330/- Per Sqm Weather-proof 
Acrylic Paint 

2. EVEREST ROOFLIGHT Rs. 910/- Per Sqm 1 mm thickness 
Rs. 1365/- Per Sqm 1.5 mm 
thickness 
Rs. 1900/- Per Sqm 2 mm thickness 

3. Everest Umbrella 25mm SS 
M8/16G EPDM WASHER 

Rs. 6500/- Per 1000 nos. 

 
Manufacturer: 
 
                   Everest Industries Limited 
         Genesis A-32 Mohan Co- Operative 
                   Industrial Estate Mathura Road  
                   New Delhi 110044 
                   Tel: 011-41731951/52 
 


