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Comments of M/s Plasser & Theurer 
Export von Bahnbaumaschinen, GmbH  
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RDSO Remarks on the 
self review and on Firm’s 
comments on uploaded 
specification 

Modified Draft Technical 
Specification for Worksite Tamper 
(WST) for B.G. (1676mm).  
(Specification No. TM/HM/WST/ 402 
Rev. 01- 2017) as up-loaded on 
21.08.2017 after incorporating 
accepted comments. 

1. 13.7 The machine shall be equipped 
with speed indicator and 
recording equipment of range 
between 0 - 200 km/h for 
recording the speed of the 
machine in real time basis. The 
recorded data should be 
retrievable on computer through 
memory card/pen drive. It 
should be provided in the driving 
cabin at suitable place and 
recording system should have 
sufficient memory to keep the 
speed record of minimum 15 
days which should always be 
stored for retrieving as per 
requirement. 

The machine shall be equipped with 
speed indicator and recording 
equipment of range between 0 - 120 
km/h for recording the speed of the 
machine in real time basis. The 
recorded data should be retrievable 
on computer through memory 
card/pen drive. It should be provided 
in the driving cabin at suitable place 
and recording system should have 
sufficient memory to keep the speed 
record of minimum 15 days which 
should always be stored for retrieving 
as per requirement. 

Comment is acceptable as 
speed range of 0-120 Km/h 
is sufficient for WST. The 
clause is modified 
sufficiently 

The machine shall be equipped with 
speed indicator and recording 
equipment of range between 0 – 200 
120 km/h for recording the speed of 
the machine in real time basis. The 
recorded data should be retrievable 
on computer through memory 
card/pen drive. It should be provided 
in the driving cabin at suitable place 
and recording system should have 
sufficient memory to keep the speed 
record of minimum 15 days which 
should always be stored for 
retrieving as per requirement. 

 


