
 
 

Details of Flooring / Walling / Ceiling for Various  Areas in Station Premises  

S. 
No 

 Place Type of flooring & Basis of station category 

A1 
Earning more 
than 50 crore 

A 
Earning more 

than 6 and 
upto 50 crore 

B 
Earning 3 to 

6 crore 

C 
Sub urban 

stations 

D 
Earning 

between 1 & 3 
crore 

E 
Earning less 
than  1 crore 

F 
Halt 

1. Platform 
(Covere
d Area)  

1. ¶Polished 
Granite 
flooring. 

2. Polished Kota 
stone  or 
similar   stone 
flooring with 
or without 
stone inlays 

3. *Fiber 
reinforced 
vacuum 
dewatered 
concrete 
flooring. 

1.¶Polished 
Granite 
flooring. 

2. Polished 
Kota stone  
or similar   
stone 
flooring with 
or without 
stone inlays 

3.*Fiber 
reinforced 
vacuum 
dewatered 
concrete 
flooring.  

  

1. ¶Polished 
Granite 
flooring. 

2. Polished 
Kota stone  
or similar   
stone 
flooring 
with or 
without 
stone inlays 

3. *Fiber 
reinforced 
vacuum 
dewatered 
concrete 
flooring. 

1. ¶Polished 
Granite 
flooring. 

2. *Fiber 
reinforced 
vacuum 
dewatered 
concrete 
flooring. 

3. Polished 
Kota stone  
or similar   
stone 
flooring with 
or without 
stone 
inlays.  

4. **Mastic 
flooring 

1. *Fiber 
reinforced 
vacuum 
dewatered 
concrete 
flooring 

2. ¶ Polished 
Kota stone  
or similar   
stone 
flooring with 
or without 
stone inlays  

3. **Mastic 
flooring. 

4. Interlocking 
pre-cast 
Cement 
Concrete 
hydraulically 
pressed 
Paver Blocks 
using plastic 
moulds  

1. Rough 
Dressed 
Stones Slab 
flooring. 

2. Brick on 
edge. 

3.    Interlocking 
pre-cast 
Cement 
Concrete 
hydraulically 
pressed 
Paver 
Blocks 
using plastic 
moulds 

1. Interlocking 
pre-cast 
Cement 
Concrete 
Paver 
hydraulicall
y pressed  

2. Moorum 
surface 
flooring  

3. Quarry 
dust 
flooring. 

Dado upto 1500mm height or upto sill level of window whichever 
is lower with polished granite of matching colour with flooring.  

   



 
 

S. 
No 

 Place Type of flooring & Basis of station category  

A1 
Earning more 
than 50 crore 

A 
Earning more 

than 6 and 
upto 50 crore 

B 
Earning 3 to 

6 crore 

C 
Sub urban 

stations 

D 
Earning 

between 1 & 3 
crore 

E 
Earning less 
than  1 crore 

F 
Halt 

2. Platform 
(Uncovere
d Area)  

1. Polished 
Kota stone  
or similar   
stone 
flooring with 
or without 
stone inlays  

2. *Fiber 
reinforced 
vacuum 
dewatered 
concrete 
flooring. 

 

1. Polished 
Kota stone  
or similar   
stone 
flooring with 
or without 
stone inlays  

2. *Fiber 
reinforced 
vacuum 
dewatered 
concrete 
flooring. 

 

1. Polished 
Kota stone  
or similar   
stone 
flooring 
with or 
without 
stone inlays  

2. *Fiber 
reinforced 
vacuum 
dewatered 
concrete 
flooring. 

 

1. Polished 
Kota stone  
or similar   
stone 
flooring with 
or without 
stone inlays  

2. *Fiber 
reinforced 
vacuum 
dewatered 
concrete 
flooring. 

 

1. *Fiber 
reinforced 
vacuum 
dewatered 
concrete 
flooring 

2. Interlocking 
pre-cast 
Cement 
Concrete 
hydraulically 
pressed 
Paver Blocks 
using plastic 
moulds  

3. Bituminous 
flooring. 

1. Interlocking 
pre-cast 
Cement 
Concrete 
hydraulically 
pressed 
Paver 
Blocks 
using plastic 
moulds 

2. Rough 
Dressed   
Stones 
Slab. 

3. Brick on 
edge. 

4. Moorum 
surface 
flooring. 

 
 
 
 
 
 
 

1. Interlocking 
pre-cast 
Cement 
Concrete 
hydraulicall
y pressed 
Paver 
Blocks 
using 
plastic 
moulds 

2.  Brick on 
Edge. 

3. Moorum  
surface 
flooring. 

 
 
 
 
 
 
 
 
 



 
 

S. 
No 

 Place Type of flooring & Basis of station category  
A1 

Earning more 
than 50 crore 

A 
Earning more 

than 6 and 
upto 50 crore 

B 
Earning 3 to 

6 crore 

C 
Sub urban 

stations 

D 
Earning 

between 1 & 3 
crore 

E 
Earning less 
than  1 crore 

F 
Halt 

3. #No 
Trolley 
Zone on 
Edges of 
the 
Platform
s 
 

1. Precast 
concrete 
studded tiles 
manufactured 
by vibro 
compaction 
process and 
using 
jointless FRP 
Moulds 

2. Heavy duty 
(high         
strength, high 
abrasion 
resistance) 
precast 
chequered 
tile 

3. Interlocking 
pre-cast 
Cement 
Concrete 
hydraulically 
pressed 
Paver Blocks 
using plastic 
moulds 

1. Precast 
concrete 
studded tiles 
manufacture
d by vibro 
compaction 
process and 
using 
jointless 
FRP Moulds. 

2. Heavy duty 
(high 
strength, 
high 
abrasion 
resistance) 
precast 
chequered 
tiles. 

3. Interlocking 
pre-cast 
Cement 
Concrete 
hydraulically 
pressed 
Paver Blocks 
using plastic 
moulds 

1. Precast 
concrete 
studded tiles 
manufacture
d by vibro 
compaction 
process and 
using 
jointless 
FRP Moulds 

2. Heavy duty 
(high 
strength, 
high 
abrasion 
resistance) 
precast 
chequered 
tiles. 

3. Interlocking 
pre-cast 
Cement 
Concrete 
hydraulically 
pressed 
Paver 
Blocks using 
plastic 
moulds 

1. Precast 
concrete 
studded tiles 
manufacture
d by vibro 
compaction 
process and 
using 
jointless 
FRP Moulds 

2. Heavy duty 
(high 
strength, 
high 
abrasion 
resistance) 
precast 
chequered 
tiles. 

3. Interlocking 
pre-cast 
Cement 
Concrete 
hydraulically 
pressed 
Paver 
Blocks 
using plastic 
moulds 

 

1. Precast 
concrete 
studded tiles  
manufacture
d by vibro 
compaction 
process and 
using 
jointless FRP 
Moulds 

2. Heavy duty 
(high 
strength, 
high 
abrasion 
resistance) 
precast 
chequered 
tiles. 

3. Interlocking 
pre-cast 
Cement 
Concrete 
hydraulically 
pressed 
Paver Blocks 
using plastic 
moulds 

 

1. # CC 
Coping 
Slabs 

2.  Chequered 
CC Tiles 

3. Interlocking 
pre-cast 
Cement 
Concrete 
hydraulicall
y pressed 
Paver 
Blocks 
using 
plastic 
moulds 

 

1. #CC 
Coping  

     Slabs 
2. Chequered 

CC Tiles 
3. Interlocking 

pre-cast 
Cement 
Concrete 
hydraulicall
y pressed 
Paver 
Blocks 
using 
plastic 
moulds 

 



 
 

S. 
No 

 Place Type of flooring & Basis of station category  

A1 
Earning more 
than 50 crore 

A 
Earning more 

than 6 and 
upto 50 crore 

B 
Earning 3 to 

6 crore 

C 
Sub urban 

stations 

D 
Earning 

between 1 & 3 
crore 

E 
Earning less 
than  1 crore 

F 
Halt 

4. Concours
e/ 
Booking 
Area 

1. Polished 
Granite 
Flooring  

2. Polished 
Kota stone  
or similar   
stone 
flooring with 
or without 
stone inlays  

1. Polished 
Granite 
Flooring  

2. Polished 
Kota stone  
or similar   
stone 
flooring with 
or without 
stone inlays 

1.  Polished 
Kota stone  
or similar   
stone 
flooring 
with or 
without 
stone 
inlays. 

2. Polished 
Granite 
Flooring 

2. Polished Kota 
stone  or 
similar   stone 
flooring with 
or without 
stone inlays  

1. Polished 
Kota stone  
or similar   
stone flooring 
with or 
without stone 
inlays  

1. Cement 
Concrete 
flooring 

-------------- 

Dado upto 1500 mm height  or upto window sill level whichever 
is lower with polished granite of matching colour with flooring. 

   

5. Portico 1. Interlocking 
pre-cast 
Cement 
Concrete 
hydraulically 
pressed 
Paver Blocks 
using plastic 
moulds  

2. *Fiber 
Reinforced 
Vacuum 
Dewatered 
Concrete 
Flooring 

3. Mastic 
flooring. 

1. Interlocking 
pre-cast 
Cement 
Concrete 
hydraulically 
pressed 
Paver Blocks 
using plastic 
moulds  

2. *Fiber 
Reinforced 
Vacuum 
Dewatered 
Concrete 
Flooring 

3. Mastic 
flooring. 

1. Interloc
king pre-cast 
Cement 
Concrete 
hydraulically 
pressed 
Paver Blocks 
using plastic 
moulds 

2.  *Fiber 
Reinforced 
Vacuum 
Dewatered 
Concrete 
Flooring. 

3. Mastic 
flooring. 

1. Interlocking 
pre-cast 
Cement 
Concrete 
hydraulically 
pressed 
Paver Blocks 
using plastic 
moulds  

2. *Fiber 
Reinforced 
Vacuum 
Dewatered 
Concrete 
Flooring 

3. Mastic 
flooring. 

1. Interlocking 
pre-cast 
Cement 
Concrete 
hydraulically 
pressed 
Paver Blocks 
using plastic 
moulds 

2. Bituminous 
flooring 

3. *Vacuum 
Dewatered 
Concrete 
flooring 

 
………………

… 

 
----------- 



 
 

S. 
No 

 Place Type of flooring & Basis of station category  

A1 
Earning more 
than 50 crore 

A 
Earning more 

than 6 and 
upto 50 crore 

B 
Earning 3 to 

6 crore 

C 
Sub urban 

stations 

D 
Earning 

between 1 & 3 
crore 

E 
Earning less 
than  1 crore 

F 
Halt 

6. Circulati
ng Area  

1. *Fibre 
Reinforced 
Vaccuum 
Dewatered 
concrete 
flooring  

2. Mastic 
flooring. 

1. *Fibre 
Reinforced 
Vacuum 
Dewatered 
Concrete 
Flooring. 

2. Mastic 
flooring. 

1. *Fibre 
Reinforced 
Vacuum 
Dewatered 
Concrete 
Flooring. 

2. Mastic 
flooring. 

 

1. *Fibre 
Reinforced 
Vacuum 
Dewatered 
Concrete 
Flooring. 

2. Mastic 
flooring.  

1. *Vacuum 
Dewatered 
Concrete 
Flooring.  

2. Bituminous 
flooring 

1. Bituminous 
flooring 

2. Levelled 
surface with 
good quality 
soil/moorum
. 

 

1. Levelled  
surface 
with good 
quality 
soil/ 
moorum 

7. Parking 
Area 

1. *Fibre 
Reinforced 
Vacuum 
Dewatered 
Concrete 
flooring. 

2. Interlocking 
pre-cast 
Cement 
Concrete 
hydraulically 
pressed 
Paver 
Blocks using 
plastic 
moulds  

3. Mastic 
flooring 

1. *Fibre 
Reinforced 
Vacuum 
Dewatered 
Concrete 
flooring  

2. Interlocking 
pre-cast 
Cement 
Concrete 
hydraulicall
y pressed 
Paver 
Blocks 
using 
plastic 
moulds  

3. Mastic 
flooring. 

1. *Fibre 
Reinforced 
Vacuum 
Dewatered 
Concrete 
flooring  

2. Interlocking 
pre-cast 
Cement 
Concrete 
hydraulicall
y pressed 
Paver 
Blocks 
using 
plastic 
moulds  

3. Mastic 
flooring. 

1. *Fibre 
Reinforced 
Vacuum 
Dewatered 
Concrete 
flooring  

2. Interlocking 
pre-cast 
Cement 
Concrete 
hydraulicall
y pressed 
Paver 
Blocks 
using 
plastic 
moulds 

3.  Mastic 
flooring. 

1. *Vacuum 
Dewatered 
Concrete 
flooring  

2. Bituminous 
flooring. 

 

1. Bituminous 
flooring. 

2. Levelled 
surface with 
good quality 
soil/moorum 

 
 

1. Levelled  
surface 
with good 
quality 
soil/ 
moorum 

 



 
 

S. 
No 

 Place Type of flooring & Basis of station category  

A1 
Earning more 
than 50 crore 

A 
Earning more 

than 6 and 
upto 50 crore 

B 
Earning 3 to 

6 crore 

C 
Sub urban 

stations 

D 
Earning 

between 1 & 3 
crore 

 

E 
Earning less 
than  1 crore 

F 
Halt 

8. Stairs  1. Flamed 
Granite 
Flooring. 

2. Heavy duty 
(high 
strength and 
high 
abrasion 
resistance) 
Chequered  
Tiles  

1. Flamed 
Granite 
Flooring. 

2. Heavy duty 
(high 
strength 
and high 
abrasion 
resistance) 
Chequered  
Tiles  

1. Flamed 
Granite 
Flooring. 

2. Heavy duty 
(high 
strength 
and high 
abrasion 
resistance) 
Chequered  
Tiles  
 
 

1. Flamed 
Granite 
Flooring. 

2. Heavy duty 
(high 
strength 
and high 
abrasion 
resistance) 
Chequered  
Tiles  

1. Heavy duty 
(high 
strength 
and high 
abrasion 
resistance) 
Chequered  
Tiles  

1. Heavy duty 
(high 
strength 
and high 
abrasion 
resistance) 
Chequered  
Tiles 

 

9. FOB - 
Pathway  

1. Flamed 
Granite 
Flooring.  

2. Heavy duty 
(high 
strength 
and high 
abrasion 
resistance) 
Chequered 
Tiles. 

1. Flamed 
Granite 
Flooring.  

2. Heavy duty 
(high 
strength 
and high 
abrasion 
resistance) 
Chequered 
Tiles. 

1. Flamed 
Granite 
Flooring 

2. Heavy duty 
(high 
strength 
and high 
abrasion 
resistance) 
Chequered 
Tiles. 

1. Flamed 
Granite 
Flooring  

2. Heavy duty 
(high 
strength 
and high 
abrasion 
resistance) 
Chequered 
Tiles. 
 
 
 
 

1. RCC slabs  
2. Heavy duty 

(high 
strength 
and high 
abrasion 
resistance) 
Chequered 
Tiles. 

1. RCC slabs  
 

--------- 



 
 

S. 
No 

 Place Type of flooring & Basis of station category  
 

A1 
Earning more 
than 50 crore 

A 
Earning more 

than 6 and 
upto 50 crore 

B 
Earning 3 to 

6 crore 

C 
Sub urban 

stations 

D 
Earning 

between 1 & 3 
crore 

 

E 
Earning less 
than  1 crore 

F 
Halt 

10. Waiting 
Hall 
 

1. Polished 
Vitrified Tiles  
as per IS : 
15622    

2. Granite tiles 
flooring. 

 

1. Polished 
Vitrified Tiles  
as per IS : 
15622   

2. Granite Tiles 
flooring.  

3. Ceramic tiles 
as per 
IS:15622. 

1. Polished 
vitrified tiles 
as per 
IS:15622. 

2. Ceramic 
Tiles as per 
IS: 15622. 

3. Polished 
Kota stone  
or similar   
stone 
flooring with 
or without 
stone inlays 

1. Polished 
Vitrified 
Tiles as per 
IS : 15622     

2. Ceramic 
Tiles as per 
IS:15622. 

3. Polished 
Kota stone  
or similar   
stone 
flooring with 
or without 
stone inlays 
 

1. Terrazo Tiles 
in white 
cement 

2. Ceramic 
Tiles as per 
IS:15622. 

3. Polished 
Kota stone  
or similar   
stone 
flooring with 
or without 
stone inlays 

1. CC Floor 
2. Rough 

Dressed 
Stones 
Slab. 

3. Polished 
Kota stone  
or similar   
stone 
flooring with 
or without 
stone inlays 

1. CC Floor 
2. Rough 

Dressed 
Stone 
Slab 

3. Polished 
Kota stone  
or similar   
stone 
flooring 
with or 
without 
stone 
inlays 

11. Refresh
ment 
Room 
 

1. Polished 
Vitrified 
Tiles  as per 
IS : 15622    

2. Granite tiles 
flooring. 

 

1. Polished 
Vitrified 
Tiles  as per 
IS : 15622    

2. Granite tiles 
flooring. 

 

1. Polished 
Vitrified 
Tiles  as 
per IS : 
15622    

2. Granite 
tiles 
flooring. 

 

1. Polished 
Vitrified 
Tiles  as per 
IS : 15622    

2. Granite tiles 
flooring. 

 

1. Ceramic 
floor tiles as 
per IS:15622 

2. Polished 
Kota stone  
or similar   
stone 
flooring with 
or without 
stone inlays 
 
 

 

………………. ……………
……… 



 
 

S. 
No 

 Place Type of flooring & Basis of station category  
 

A1 
Earning more 
than 50 crore 

A 
Earning more 

than 6 and 
upto 50 crore 

B 
Earning 3 to 

6 crore 

C 
Sub urban 

stations 

D 
Earning 

between 1 & 3 
crore 

 

E 
Earning less 
than  1 crore 

F 
Halt 

12. SS 
Office 

1. Polished 
Vitrified Tiles  
as per IS : 
15622    
   

1. Polished 
Vitrified 
Tiles  as per 
IS : 15622   

 

1. Polished 
vitrified tiles 
as per 
IS:15622 

 

1. Polished 
Vitrified 
Tiles as per 
IS : 15622     
 

1. Ceramic 
Tiles as per 
IS:15622. 

2. Polished 
Kota stone  
or similar   
stone 
flooring with 
or without 
stone inlays. 

1. CC Floor 
 

        ……….. 

13. Waiting 
Room 
and 
Retiring 
Room 

1. Polished 
Vitrified Tiles 
as per IS : 
15622   

  

1. Polished 
Vitrified Tiles 
as per IS : 
15622   

 

1    Polished 
Vitrified tile 
flooring 

2. Ceramic 
floor Tiles 
as per 
IS:15622. 

 
----------- 

1. Terrazo tiles 
flooring 

2. Ceramic 
floor tiles as 
per IS:15622 

 
--------- 

 
--------- 

14. Cloak 
room  

1. CC floor with 
hardened 
topping on 
concrete 
surface 

1. CC floor with 
hardened 
topping on 
concrete 
surface 

1. CC floor 
with 
hardened 
topping on 
concrete 
surface 

1. CC floor 
with 
hardened 
topping on 
concrete 
surface 
 

 
 

----------- 

 
 

---------- 

 
 

---------- 

Fiber reinforced vacuum dewatered concrete shall be provided 
wherever feasible.   



 
 

S. 
No 

 Place Type of flooring & Basis of station category  
 

A1 
Earning more 
than 50 crore 

A 
Earning more 

than 6 and 
upto 50 crore 

B 
Earning 3 to 

6 crore 

C 
Sub urban 

stations 

D 
Earning 

between 1 & 3 
crore 

E 
Earning less 
than  1 crore 

F 
Halt 

15. Parcel 
Area 

1. *Fiber 
reinforced 
vacuum 
dewatered 
concrete 
flooring 

2. CC floor with 
hardened 
topping on 
concrete 
surface 

3. Mastic 
flooring 

 

1. *Fiber 
reinforced 
vacuum 
dewatered 
concrete 
flooring 

2. CC floor 
with 
hardened 
topping on 
concrete 
surface 

3. Mastic 
flooring 

1. *Fiber 
reinforced 
vacuum 
dewatered 
concrete 
flooring 

2. CC floor 
with 
hardened 
topping on 
concrete 
surface 

3. Mastic 
flooring 

1. *Fiber 
reinforced 
vacuum 
dewatered 
concrete 
flooring 

2. CC floor 
with 
hardened 
topping on 
concrete 
surface 

3. Mastic 
flooring 

1. *Fiber 
reinforced 
concrete 
flooring 

2. CC floor with 
hardened 
topping on 
concrete 
surface 

3. Mastic 
flooring 

 

  

16. Toilet 1. Anti-skid 
ceramic tiles 
in floor 
(Group B-II 
of IS-15622 
and ceramic 
tiles on walls 
(Group B-III 
of IS-15622) 

1. Anti-skid 
ceramic 
tiles in floor 
(Group B-II 
of IS-15622 
and 
ceramic 
tiles on 
walls 
(Group B-III 
of IS-
15622) 
 

1. Anti-skid 
ceramic 
tiles in floor 
(Group B-II 
of IS-15622 
and ceramic 
tiles on 
walls 
(Group B-III 
of IS-15622) 

1. Anti-skid 
ceramic 
tiles in floor 
(Group B-II 
of IS-15622 
and ceramic 
tiles on 
walls 
(Group B-III 
of IS-15622) 

1. Anti-skid 
ceramic tiles 
in floor 
(Group B-II 
of IS-15622 
and ceramic 
tiles on walls 
(Group B-III 
of IS-15622) 

1. Anti-skid 
ceramic tiles 
in floor 
(Group B-II 
of IS-15622 
and ceramic 
tiles on walls 
(Group B-III 
of IS-15622) 

1. Anti-skid 
ceramic 
tiles in floor 
(Group B-II 
of IS-15622 
and ceramic 
tiles on 
walls 
(Group B-III 
of IS-15622) 

Ceramic wall tiles upto 2100mm height of matching colour with flooring. 
 



 
 

S. 
No 

 Place Type of flooring & Basis of station category  
 

A1 
Earning more 
than 50 crore 

A 
Earning more 

than 6 and 
upto 50 crore  

B 
Earning 3 to 

6 crore 

C 
Sub urban 

stations 

D 
Earning 

between 1 & 
3 crore 

E 
Earning less 
than  1 crore 

F 
Halt 

17. Wall & 
Ceiling 
Finish 

Smooth finish 
with POP/ 
putty and 
painting with 
Emulsion in 
Concourse, 
Waiting hall, 
waiting rooms, 
Refreshment 
room, Retiring 
rooms & SS 
room. Oil 
bound 
distemper at 
other 
locations.  

Smooth finish 
with POP/ 
putty and 
painting with 
Emulsion in 
Concourse, 
Waiting hall, 
waiting rooms, 
Refreshment 
room, Retiring 
rooms & SS 
room. Oil 
bound 
distemper at 
other 
locations. 

Smooth finish 
with POP/ 
putty and 
painting with 
Emulsion in 
Concourse, 
Waiting hall, 
waiting rooms, 
Refreshment 
room, Retiring 
rooms & SS 
room. Oil 
bound 
distemper at 
other 
locations. 

Smooth finish 
with POP/ 
putty and 
painting with 
Emulsion in 
Concourse, 
Waiting hall, 
waiting rooms, 
Refreshment 
room, Retiring 
rooms & SS 
room. Oil 
bound 
distemper at 
other 
locations. 

Painting with 
oil bound 
distemper in 
Concourse, 
Waiting hall, 
Refreshment 
room, Retiring 
rooms & SS 
room and 
other 
locations. 

Painting with 
oil bound 
distemper in 
Concourse, 
Waiting hall & 
SS room. 

Oil bound 
distemper in 
Waiting hall. 

 

 

¶ Only on main platform. 

*  To be provided for all new work.  For existing w ork, it can be provided wherever traffic 
diversion/protection of surface during setting peri od is possible. 

**  Mastic flooring is not to be used for home plat form.   

#  The top surface of coping stone should be indent ed by XPM or some other method.  



 
 

Note :   i)  In case existing flooring / finish are  different from list above, there is no need of imm ediate   

                  replacement / change unless   nee ded to be replaced on condition basis.   

 ii) Vacuum dewatered concrete without reinforced w ith fiber can also be provided wherever 
considered necessary with the approval of Sr DEN / Dy Chief Engineer.  

  iii)  Exterior finishes shall be provided by Rail ways as per local conditions.  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 

 
DETAILS OF ROOFING MATERIALS FOR VARIOUS AREAS IN S TATION BUILDING  

 

S
L 

Name of 
item  

Category of Stations 
A1 A B C D E F 

B. Roofing Materials (Covered Shed) - 
1. Passenge

r 
Platforms 
/ FOB 

1. * 

Polycarbo
nate sheet 
roofing. 

 
2. # 

Precoated 
galvalume 
iron profile 
sheet 
roofing 

 
3. $ 

Aluminium 
sheet 
roofing. 

 
 

1. * 

Polycarbo
nate sheet 
roofing.  

 
2. # 

Precoated 
galvalume 
iron profile 
sheet 
roofing 

 
3. $ 

Aluminium 
sheet 
roofing. 

 
 

1. # Precoated 
galvalume 
iron profile 
sheet roofing  

2. β Non-
asbestos high 
impact 
polypropylene 
reinforced 
cement 
coloured 
sheets as per           
IS : 14871.    

3. $ Aluminium 
sheet roofing.  
 

1. # Precoated 
galvalume 
iron profile 
sheet roofing  

 
2. β Non-

asbestos high 
impact 
polypropylene 
reinforced 
cement 
coloured 
sheets as per           
IS : 14871.  

3.  $ Aluminium 
sheet  
roofing.   

 

1. β Non-
asbestos high 
impact 
polypropylene 
reinforced 
cement 
coloured 
sheets as per             
IS : 14871. 

2. # Precoated 
galvalume iron 
profile sheet 
roofing  

3. µ  Bamboo 
corrugated 
sheet roofing 
as per IS: 
15476. 

1. β Non-
asbestos 
high impact 
polypropyle
ne 
reinforced 
cement 
coloured 
sheets as 
per            
IS : 14871  

2. µ  Bamboo 
corrugated 
sheet 
roofing as 
per IS: 
15476. 

   1.  β 
Non-
asbestos 
high 
impact 
polyprop
ylene 
reinforce
d 
cement 
coloured 
sheets 
as per IS 
: 14871 .  

2. Goods Platforms/ 
Shed  

β Non-asbestos high impact polypropylene reinforced cement coloured sheets as per IS : 14871 

 
Note :  In case existing material is different from  list above, there is no need of immediate replacem ent unless 

existing material is needed to be replaced on condi tion basis.   
 
 
 



 
 

     *    Polycarbonate sheet roofing :  
a) Technical Details:  As per Indian Railways Unified Standard Specifications- 2010 Vol. I Para 10.11.8, page 408 
b) Polycarbonated roofing shall be provided for lighting/aesthetic purposes as per local requirement with the 

approval of Zonal Headquarters. 
#  Precoated galvalume iron profile sheet roofing :  

a) Item no. 109230 of USSOR-2010, Northern Railway  
b) Technical Details: As per Indian Railways Unified Standard Specifications- 2010 Vol. I para 10.44 page-446 

 
$  Aluminium sheet roofing :   

a) Item no. 109140 of USSOR-2010, Northern Railway  
b) Technical Details: As per Indian Railways Unified Standard Specifications- 2010 Vol. I para 10.43 page-445-446 

β  Non-asbestos high impact polypropylene reinforced  cement coloured sheets as per IS: 14871 :  
a) Item no. 103010 of USSOR-2010, Northern Railway  
b) Technical Details: As per Indian Railways Unified Standard Specifications- 2010 Vol. I, Para 10.5, Page 398 

Non –Asbestos cement corrugated sheet shall be as per IS: 14871 
µ  Bamboo corrugated sheet roofing as per IS: 15476 :  

a) Item no. 109130 of USSOR-2010, Northern Railway  
b) Technical Details: (As per Indian Railways Unified Standard Specifications- 2010 Vol. I, para 10.41 page-443-

444) 
 

 

 

 

 

 

 

 



 
 

Workshop Flooring 
 

SL Flooring Type Type Of Use Flooring Standards  

(i) Hard surface for heavy 
loads 

Movement of vehicles 
forklifts and cranes for 
loading/ unloading  

1.  Consolidated & compacted subgrade with a 
cross slope of 1 in 60.  

2.  In case of poor subgrade soils i.e.  black 
cotton, clay, silt, marshy land etc. 150mm  
thick layer of coarse material i.e. granular 
material like sand, quary dust etc. / moorum to 
be provided. 

3.  Overlay of 75mm thick Consolidated & 
compacted stone soling using 50 mm nominal 
graded stone aggregate. 

4.  Overlay of 75mm thick PCC layer of M10 
Mix/1:3:6 nominal mix, well compacted, with 
20mm nominal stone aggregate. 

5.  The top layer will consist of 150mm thick M-30 
concrete with 20mm nominal size stone 
aggregate, vacuum de-watered (panel size 
not more than 3m for construction joint), 
smooth finish and mixing of polypropylene 
fibres in the top 35mm with 10mm nominal 
stone aggregate. 

Proper cross slope should be provided to 
ensure that there is no stagnation of water 
on the surface. 

(ii) Hard surface for very 
heavy and impact 
loads 

Dumping scrap etc. and in 
other shops where impact 
load comes 

1. Consolidated & compacted subgrade with a 
cross slope of 1 in 60. 

2.  In case of poor subgrade soils i.e.  black 
cotton, clay, silt, marshy land etc. 150mm  
thick layer of coarse material i.e. granular 



 
 

material like sand, quary dust etc. / moorum to 
be provided. 

3.  Overlay of 150mm thick Consolidated & 
compacted stone soling using 50mm nominal 
graded stone aggregate. 

4.  Overlay of 75mm thick PCC layer of M10 
Mix/1:3:6 nominal mix, well compacted, with 
20mm nominal stone aggregate. 

5.  The top layer will consist of 150mm thick M-30 
concrete with 20mm nominal size stone 
aggregate, vacuum de-watered (panel size 
not more than 3m for construction joint), 
smooth finish and use of Ironite/ Hardonate 
material in the top 15 mm with 6 mm nominal 
stone aggregate. 

Or 
    Top layer to be laid with 40mm thick Mastic   

asphalt/Bituminous concrete with 
recommended preparatory laying 
arrangements. 

 Proper cross slope should be provided to 
ensure that there is no stagnation of water 
on the surface.  

(iii) Acid Proof floor and 
walls   

Battery shop 1.  Consolidated & compacted subgrade with a 
cross slope of 1 in 60. 

2.  In case of poor subgrade soils i.e.  black 
cotton, clay, silt, marshy land etc. 100mm 
thick layer of coarse material i.e. granular 
material like sand, quary dust etc. / moorum to 
be provided. 

3.  Overlay of 150mm thick Consolidated & 



 
 

compacted stone soling using 50 mm nominal 
graded stone aggregate. 

4.  Overlay of 75mm thick PCC layer of M10 
Mix/1:3:6 nominal mix well compacted, with 
20mm nominal stone aggregate. 

5.  The top layer will consist of 100mm thick M-20 
concrete with 20mm nominal size stone 
aggregate, vacuum de-watered (panel size 
not more than 3m for construction joint), rough 
finish and Acid resistant tiles conforming to IS 
4457 in floor and dado. 

Proper cross slope should be provided to 
ensure that there is no stagnation of water 
on the surface. 

(iv) Epoxy coated floor 
finish for specific 
shops 

Heavy duty Shops where 
floor gets dirty due to spill of 
oil/grease etc. and where 
cleaning arrangement is 
available. 

1. Consolidated & compacted subgrade with a 
cross slope of 1 in 60. 

2.  In case of poor subgrade soils, 100mm thick 
layer of coarse material/moorum to be 
provided. 

3.  Overlay of 150 mm thick Consolidated & 
compacted stone soling using 50 mm nominal 
graded stone aggregate. 

4.  Overlay of 75mm thick PCC layer of M10 
Mix/1:3:6 nominal mix, well compacted, with 
20mm stone aggregate. 

5.  The top layer will consist of 150mm thick M-30 
concrete with 20mm nominal size stone 
aggregate, vacuum de-watered (panel size 
not more than 3m for construction joint), 
smooth finish and use of Ironite/ Hardonate 
material in the top 15mm with 6mm nominal 



 
 

stone aggregate over which epoxy coating be 
provided. 

 Proper cross slope should be provided to 
ensure that there is no stagnation of water 
on the surface. 

(v) Approach Road Heavy duty road for 
movement of loaded trucks.  

 

1. Consolidated & compacted subgrade with a 
cross slope of 1 in 30 to be provided.  

2. In case of poor subgrade soils, 100mm thick 
layer of coarse material/moorum to be 
provided. 

3 (a) Overlaid by three layers of stone aggregate 
of    various gradings with consolidation with 
roller of 8 to 10t capacity as under : 

 i)  Bottom layer - stone aggregate of size 
90mm to 45mm including stone screening 
of 13.2mm – 230mm thick. 

 ii)  Middle layer – stone aggregate of size 
63mm to 45mm including stone screening 
of 13.2mm – 100mm thick. 

 iii)  Upper layer – WBM layer with stone 
aggregate of size 53mm to 22.4mm 
including stone screening of 11.2mm – 
75mm thick.  

3 (b) Dense Bitumen Macadam (DBM) -75mm. 
4. Top layer to be laid with 40mm thick Mastic   

asphalt/Bituminous concrete with 
recommended preparatory laying 
arrangements. 

5.  Edge protection by providing curb stones or by 
providing edges. 

6.  Proper drainage system should be designed 
and executed alongwith road construction. 



 
 

(vi) Heavy duty floor for 
machinery involving 
vibrations in flooring 
like lathes etc. in 
workshop. 

For locations where 
machines need to be 
installed. 

1. Consolidated & compacted sub-grade with a 
cross slope of 1 in 60. 

2.  In case of poor sub-grade soils, 100mm thick 
layer of coarse material/moorum to be 
provided. 

3.  Overlay of 150 mm thick Consolidated & 
compacted stone soling using 50 mm nominal 
graded stone aggregate. 

4.  Overlay of 75mm thick PCC layer of M10 
Mix/1:3:6 nominal mix, well compacted, with 
20mm nominal stone aggregate. 

5.  RCC Slab M30 grade 100mm thick for small 
machines with normal vibrations and for 
heavy and high frequency machine RCC slab 
should be got designed by vendor according 
to the static and dynamic load on the floor and 
size of pockets required for installation of 
machines. 

6.   A top layer of 55mm thick cement concrete 
flooring 

      With “Hardcrete” concrete hardener topping 
may be provided. 

 

 


