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destroyed in the presence of the inspecting official and the lot shall be offered again with
hooks of improved quality. . -

5.7.3 Despite the insulators passing in the tensile load test and in the mechanical performance
test, if the quality index calculated on the basis of the results of tensile load test and
mechanical performance test is less than 2.5, the lot shall be rejected and every insulator
ofthe lot shall be destroyed in the presence of the Inspecting Official.

5.7.4 . Despite the insulators passing in the bending moment test, if the value of X-30n- 1 is not
achieved in the lot of insulators shall be destroyed in the presence of the Inspecting
Official.

5.7.5 If the results of testes) other than the mechanical load test, mechanical performance test,
determination of bulk density, porosity tests, XRD, and SEM & EDXA analyses and the
minimum percentage of alumina content do not meet the requirements of this
specification, then the balance samples shall be subjected to the particular testes) in
which it has failed.

If all the remaining samples meet the requirements of the specification the lot shall be
accepted. ,.

5.7.6 When a lot is rejected and every insulator of the lot is destroyed in the presence of the
Inspecting Official, the procedure given in Clause: 5.8.2 of this specification shall also be
complied with by the Inspecting official.

5.8 Re-test Procedure:

If only one insulator fails either in the tensile load test or in the mechanical performance test,
the remaining insulators of the lot shall first be subjected to the routine tensile load test and
those insulators, which do not pass the test, shall be destroyed in the presence of the
Inspecting Official. From out of those insulators, which have passed the routine tensile load
test, a fresh sample size equal to twice the quantity indicated in Clause: 5.6 shall be picked
up at random and subjected to the acceptance tests, the insulators for each test being twice
that indicated in Clause: 5.6. If any failure occurs in any test including meeting the X-30n-1
and Quality Index, the lot shall be rejected.

5.8.1 If only one insulator fails in the bending moment test, the remaining insulators of the lot shall
first be subjected to the bending moment test at 70% of the specified load and those
insulators, which do not pass the test, shall be destroyed in the presence of the Inspecting
Official. From out of those insulators, which have passed the routine.bending moment test, a
fresh sample size equal to twice the quantity indicated in clause 5.6 shall be picked up at
random and subjected to the acceptance tests, the insulators for each test being twice that
indicated in clause 5.6. If any failure occurs in any test including meeting the X-30n-1 and
Quality Index, the lot shall be rejected.

5.8.2 If any lot is rejected after following the re-test procedure given in Clause: 5.8 the insulators
forming the lot shall be destroyed in the presence of the Inspecting Official. If part of the
quantity of insulators manufactured during a particular manufacturing/firing schedule has
been included in forming the lot offered for acceptance tests and that the lot.f 'Is for any
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