
Reason document for Rail Profile weld Grinder 

SN Existing Clause  Firm’s comments Reason  Final clause 

1.  6.1 The manufacturer 
shall supply adequate 
grinding stones for 
grinding (head and 
gauge face) 100 nos. of 
A.T. welds free of cost 
along with the machine. 
Manufacturer will also 
mention dia., thickness 
and dimension as well 
as cost and 
approximate numbers 
of joints that can be 
ground per stone. 

M/s Kelvin Enterprises (India), New Delhi - 
It is stated that your good organisation has 
very kindly recommended/ suggested in 
draft spec manufacturer shall supply 
adequate grinding stone for grinding (head 
and gauge face) 100 nos. A.T. weld free of 
cost along with the machine. In this regard, 
it is stated that the supply of adequate nos. 
of grinding stones for grinding 100 nos. A.T. 
welding is not feasible/ viable, keeping in 
view of the rates being allowed by the 
purchaser. Moreover the life of the grinder 
also depend upon the nature of job being 
got done by purchaser. supplied it will 
involve heavy financial burden on the 
Railway’s exchequer and the stones shall 
be misused / misplaced and thus, it will 
further involve financial loss to Railway’s. 
furthermore, inventory/stock of grinding 
stone results in expire (03 to 04 months) as 
it is does not work once moisture gets onto 
them. 
You are requested revised the specification 
of above machine and supply as a spare 05 
nos. of grinding stone along with each 
machine free of cost or 25 nos. AT welds 
free of cost along with the machine instead 
of 100 nos.. 

M/s Railtech Welding 
and Equipments India 
Pvt. Ltd, Raipur  
It is requested to accept 
that manufacturer shall 
supply 10 to 15 nos. of 
adequate grinding stone 
along with each machine 
as grinding stone is 
consumable item it cost 
us around 287/- (current 
rate/pcs) and which will 
increase the cost of 
grinder gradually up by 
28700/- (per machine). 

Partly accepted  
As grinding stone is 
consumable item 
and it may be also 
purchased need 
basis. It has been 
seen that one 
grinding stone can 
grind 8 to 10 weld.  
In view of above 
grinding stone may 
be reduced from 100 
AT weld to 50 AT 
weld. 

6.1 7.1 The 
manufacturer 
shall supply 
adequate 
grinding stones 
for grinding (head 
and gauge face) 
100 nos. 50 nos. 
of A.T. welds free 
of cost along with 
the machine. 
Manufacturer will 
also mention dia., 
thickness and 
dimension as well 
as cost and 
approximate 
numbers of joints 
that can be 
ground per stone. 
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